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PRODUCT FACT SHEET 

 
STYLUS PRO® HAZ-LO® 

INTRINSICALLY SAFE ALKALINE FLASHLIGHT 
 

DESCRIPTION: The Stylus Pro® HAZ-LO® is an intrinsically safe and extremely durable alkaline battery-powered 
penlight. It features a tail cap switch with momentary and “constant on” operation, a replaceable 
metal pocket clip, and amazing brightness for a light of its size. 

 
CASE MATERIAL: Impact- and chemical-resistant engineered polymer resin, non-conductive, sealed and vented.  
 High visibility yellow. 
 
DIMENSIONS: Length: 5.92 in (15.0 cm) Major Diameter: 0.78 in (2.0 cm) Body Diameter: 0.63 in (1.6 cm) 
 
WEIGHT: 1.9 oz (53.9 g) with alkaline batteries (included in purchase) 
 
LENS: Unbreakable polycarbonate lens 
 
LIGHT SOURCE: High-power white LED, impervious to shock with a 50,000-hour lifetime 
 
LIGHT OUTPUT: 105 lumens, 380 candela peak beam intensity, and a 39-meter beam distance 

  
 

 

 
 

RUN TIME:              2.25 hours to 10% of initial lumen output 
 
 
 

ON/OFF: Push-button tail switch; momentary or constant on operation 
 
BATTERIES: Two (2) AAA alkaline batteries 
 
FEATURES:  Streamlined shape for proper pocket fit 

Intrinsically safe 
IPX7-rated; waterproof to 1 meter for 30 minutes. All openings sealed. 
2-meter impact resistance tested 
Push-button tail switch for momentary and constant on operation 
Removable metal pocket clip 

 
APPROVALS*: Class I, II, Division 1, Groups A, B, C, D, E, F, G; Class III; T-Class: T3/T4 

(approved for use with Energizer E92 (T3), Rayovac NO.824 (T4), Panasonic LR03(XJ) (T4), & Varta 
4003 (T4)) 

 
   Meets applicable United Kingdom and European Community Directives 

 
WARRANTY: Streamlight's Limited Lifetime Warranty 
 
OPTIONAL  
ACCESSORIES: N/A 
 

 


